Dock lights for truck, rail shipping and receiving
areas are rugged-durable-dependable.

SERIES L

SERIES SL

SL-660 60" REACH (/{1-]

SERIES L - DOUBLE STRUT ARM

Series "L" " DOUBLE STRUT ARM" provides floods of soft, bright light to
illuminate truck and train interiors preventing accidents. These low-cost, minimum
maintenance docklights are safe to use and do away with awkward, dangerous,
temporary hookups. They reduce fatigue and minimize injury and damage to
merchandise, and they quickly pay for themselves.

SERIES SL SUPER-LITE - DOUBLE STRUT FLEXIBLE ARM

Series “SL “ “SUPER LITE” has all the heavy duty features of the “L” series but in
addition includes the unique double-strut wall arm with flexible extension arm. This
unique construction combines strength while allowing 240° of vertical movement and
300° of horizontal movement but will stay put where directed without any adjustment.
No more broken arms from closing overhead doors or careless forklift operators. The
outer arm simply moves out of the way if struck and is easily repositioned with the

touch of a hand.
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weather  DOCK Bumpers

RESISTANT,

LONG
LASTING

Dock bumpers are
weather resistant,
easily installed and
long-lasting to protect
dock equipment,
building wall and truck
cargo from potential
damage.

Dock bumpers are an
excellent alternative to
easily splintered, non
resilient, short lived
wood bumpers.

MOLDED DOCK BUMPERS

Molded Dock Bumpers are made of nylon cord reinforced rubber compound. Bolts are recessed to prevent damage.

DB-1018 DB-1030
MODEL A B C D MODEL A B C D
DB-1018 18" 107 10" 4 DB-1030  30” 10” 10" &4
L-1818 18" 187 8" 4 “D” 31/27 41/2" 17 Asspecified (up to 15”)

LAMINATED DOCK BUMPERS

Laminated Dock Bumpers are of nylon impregnated heavy duty industrial rubber. Pad size is either 4 1/2” projection x
10"H or 5 1/2” projection x 10" H (Please Specify) and punched to receive 5/8” supporting rods. Assembled with two 3"x
3"x 1/4” thick steel angles. The angles are fastened with threaded rod and nut. All exposed metal parts are factory painted.

MODEL A B C D E
§-1014 147 10" 127 6" 41/270r51/2
41/27or51/2”

§-1024 247 100 22" ©”






