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787266605448 114108102 144132120969084
Height

Length

2"
2.5"
3"

3.5"
4"

4.5"
5"

5.5"
6"

6.5"

5340
7821
9379
10000
10000

4385
6952
8350

10000
10000 10000

3551
6078
7518
9389

2938
5024
6834
8536

10016

2466
4221
6265
7824
9181

10000

2101
3596
5630
7222
8475
9975

1812
3120
4855
6706
7870
9262

10000

1578
2702
4229
6187
7345
8645

10012

1388
2374
3716
5438
6886
8105
9386

1229
2103
3293
4817
6476
7628
8834

10000
10000

10000
10000

1096
1876
2937
4296
5775
7204
8344

9540
10338

984
1684
2636
3856
5184
6825
7904

9037
9794

888
1520
2379
3481
4678
6207
7509

8585
9304

10000

733
1255
1966
2876
3866
5130
6312

7805
8458

9901

616
1055
1650
2417
3249
4310
5557

6998
7757

9076

787266605448 114108102 144132120969084
Height

Length

2.5"
3"

3.5"
4"

4.5"
5"

5.5"
6"

6.5"

7143
9115

10000
10000

6349
8102

10334
10000

5714
7292
9310

10000

4800
6629
8463
9897

4041
6077
7758
9272

10710

3443
5364
7161
8374
9874

2970
4625
6650
7776
9187

10325

2586
4030
6068
7258
8575
9637

2273
3540
5333
6804
8039
9035

10382

2014
3137
4725
6337
7565
8503
9772

1796
2798
4214
5652
7146
8030
9229
9838

1612
2511
3782
5072
6769
7608
8743
9320

1455
2266
3414
4578
6140
7277
8306
885310416
10593

1202
1873
2821
3783
5074
6359
7550
8049
9630

1010
1574
2371
3179
4264
5343
6786
7378
8827

STRINGERS (INTERLOCK) - CAPACITY: POUNDS PER PAIR

RECESS STRINGERS - CAPACITY: POUNDS PER PAIR

Stringers custom engineered to your specifications. Safety factor 1.65-load capacity per pair (U.D.L.)

Maximize all available height by using either heavy duty or medium duty uprights and beams (recessed type or box type). 
Components listed above can be used for many different combinations. Installation available.
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Pallet Racking
INTERLOCK BOX STRINGERS:  
Storing of skids and pallets are the primary uses of box stringers, standard depth is 1  5/8”, height and length to be determined by size and 
weight of product.

RECESSED STRINGERS:  
Unskidded inventory and loose products are the normal applications for recess stringers used with steel or plywood decking. Standard depth 
is 2  1/2”, height and length to be determined by size and weight of product.

ACCESSORIES

SKID CHANNELS

ROW CONNECTOR DRUM CRADLES UPRIGHT
REINFORCERS

REEL ADAPTERS

A B

F G H

C D

I

E

FLUSH SAFETY BARS INSERT SHELF PANEL FORK ENTRY BAR WALL CONNECTOR
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A) UPRIGHT FRAMES: 
One piece all welded construction with all necessary diagonal and horizontal bracing. Tapered slots are punched on 4”centers 
for complete height adjustment.

B) LOCKING PINS: 
To protect against accidental dislodging of stringers two safety locking pins per beam are supplied for installation.

MEDIUM DUTY UPRIGHTS (20,000 LBS./CAP.)

6'
7'
8'
9'

10'
11'
12'

13'
14'

15'

16'

18'

CUM-624
CUM-724
CUM-824
CUM-924
CUM-1024
CUM-1124
CUM-1224

CUM-1324
CUM-1424

CUM-1524

CUM-1624

CUM-1824

CUM-628
CUM-728
CUM-828
CUM-928
CUM-1028
CUM-1128
CUM-1228

CUM-1328
CUM-1428

CUM-1528

CUM-1628

CUM-1828

CUM-636
CUM-736
CUM-836
CUM-936
CUM-1036
CUM-1136
CUM-1236

CUM-1336
CUM-1436

CUM-1536

CUM-1636

CUM-1836

CUM-642
CUM-742
CUM-842
CUM-942
CUM-1042
CUM-1142
CUM-1242

CUM-1342
CUM-1442

CUM-1542

CUM-1642

CUM-1842

CUM-648
CUM-748
CUM-848
CUM-948
CUM-1048
CUM-1148
CUM-1248

CUM-1348
CUM-1448

CUM-1548

CUM-1648

CUM-1848

CUM-660
CUM-760
CUM-860
CUM-960
CUM-1060
CUM-1160
CUM-1260

CUM-1360
CUM-1460

CUM-1560

CUM-1660

CUM-1860

Height
42" 60"24" 28"

CUM-632
CUM-732
CUM-832
CUM-932
CUM-1032
CUM-1132
CUM-1232

CUM-1332
CUM-1432

CUM-1532

CUM-1632

CUM-1832

32" 48"36"
Depth

HEAVY DUTY UPRIGHTS (27,000 LBS./CAP.)

8'

9'
10'
11'
12'
13'
14'
15'
16'

18'

20'
22'

24'

CUH-824

CUH-924
CUH-1024
CUH-1124
CUH-1224
CUH-1324
CUH-1424
CUH-1524
CUH-1624

CUH-1824

CUH-2024
CUH-2224

CUH-2424

CUH-832

CUH-932
CUH-1032
CUH-1132
CUH-1232
CUH-1332
CUH-1432
CUH-1532
CUH-1632

CUH-1832

CUH-2032
CUH-2232

CUH-2432

CUH-836

CUH-936
CUH-1036
CUH-1136
CUH-1236
CUH-1336
CUH-1436
CUH-1536
CUH-1636

CUH-1836

CUH-2036
CUH-2236

CUH-2436

CUH-842

CUH-942
CUH-1042
CUH-1142
CUH-1242
CUH-1342
CUH-1442
CUH-1542
CUH-1642

CUH-1842

CUH-2042
CUH-2242

CUH-2442

CUH-848

CUH-948
CUH-1048
CUH-1148
CUH-1248
CUH-1348
CUH-1448
CUH-1548
CUH-1648

CUH-1848

CUH-2048
CUH-2248

CUH-2448

CUH-860

CUH-960
CUH-1060
CUH-1160
CUH-1260
CUH-1360
CUH-1460
CUH-1560
CUH-1660

CUH-1860

CUH-2060
CUH-2260

CUH-2460

Height
42" 60"24" 32"

CUH-828

CUH-928
CUH-1028
CUH-1128
CUH-1228
CUH-1328
CUH-1428
CUH-1528
CUH-1628

CUH-1828

CUH-2028
CUH-2228

CUH-2428

28" 48"36"
Depth

Depth
Height

A

B
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Cantilever Racking MANY SIZES 
& CAPACITIES
AVAILABLE 

Maximize

your space,

save  $$$

All welded single or 
double-sided columns 
come complete with 
base.

Tapered columns 
eliminate deflection of 
the rack into the aisles.

Tapered design gives 
optimum strength 
where it is required -
at bases of columns 
and roots of arms.   

Arms easily adjust to 
any height on 3" 
centers.

Easy access to products 
without costly skids, 
pallets or fork entry 
devices.

One piece, all welded 
vertical brace panel for 
easy assembly.

Orange arms optional 
at no additional cost.

Designed for storage of 
long & bulky material 
such as bar stock, steel 
plate, lumber or any 
similar type material. 
Racks can be loaded 
manually, by forklift or 
with crane. All sections 
are shipped knocked 
down for reduced 
transport cost. Units are 
easily assembled, 
consisting of uprights, 
arms and braces. 
Columns are tapered to 
provide safer storage and 
maximum strength. 
Stoppers are available. 
Bracing available to suit 
needs.

MODEL HT FITS CAP. WT.
ARMS (lbs.) (lbs.)

4SC8B2400 8' 24"  13,100 189
4SC8B3600 8' 36"  10,400 208
4SC8B4200 8' 42" 9,300 217
4SC8B4800 8' 48"  8,600 226
4SC10B2400 10' 24"  13,100 220
4SC10B3600 10' 36"  10,400 239
4SC10B4200 10' 42" 9,300 248
4SC10B4800 10' 48"  8,600 257
6SC12B2400 12' 24"  13,600 251
6SC12B3600 12' 36"  10,500 270
6SC12B4200 12' 42" 9,500 279
6SC12B4800 12' 48" 8,600 288

SINGLE SIDED COLUMNS
MODEL HT FITS CAP. WT. MODEL CAP. WT.

ARMS (lbs.) (lbs.) (lbs.) (lbs.)
4SC8B2424 8' 24" 26,200 228 4SA24B 2442 18
4SC8B3636 8' 36" 20,800 264 4SA36B 1628 23
4SC8B4242 8' 42" 18,600 283 4SA42B 1396 26
4SC8B4848 8' 48" 17,200 301 4SA48B 1221 28
4SC10B2424 10' 24" 26,200 259 6SA24B 2445 19
4SC10B3636 10' 36" 20,800 296 6SA36B 1628 24
4SC10B4242 10' 42" 18,600 314 6SA42B 1397 26
4SC10B4848 10' 48" 17,200 332 6SA48B 1222 28
6SC12B2424 12' 24" 27,200 290
6SC12B3636 12' 36" 21,000 327
6SC12B4242 12' 42" 19,000 345
6SC12B4848 12' 48" 17,200 364

DOUBLE SIDED COLUMNS ARMS

Safety, efficiency and accessibility increases productivity

Other sizes and capacities available



END MOUNT RAIL ARMS
End mounted rails are used where available height is 
critical. By using End Mount rail arms, 3” can be 
saved in the height of each pallet level when 
compared to using Top Mount rail arms.

TOP MOUNT RAIL ARM
This is the usual method of attaching the pallet rails to 
the rail arms.

END 
MOUNT

TOP
MOUNT
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gDRIVE-IN /DRIVE-THROUGH RACKING: 
Provides high storage density in the space 
available. It is most suitable for storing pallets of 
similar products which can be stored one 
behind the other.

DRIVE-THROUGH RACKING:
Is a first in first out (FIFO) pallet storage system. 
Used mainly for storing perishable or dated 
products. Access from both sides is required.

DRIVE-IN RACKING:
Is a last in first out (LIFO) pallet storage system. 
Generally placed against walls or where only 
one-sided access is required.

Note: Each system is individually designed to 
meet exact needs, please contact us for 
assistance in designing a system for you.

This light duty racking is especially designed for areas where heavy duty 
racks are not needed, but standard shelving is not strong enough. Other 
sizes available on request. All shelves are adjustable on 4" centers.

END FRAMES
Standard Depth: 24”, 30”, 36”, 42”, 48”
Standard Height:  6’, 8’, 10’, 12’

Frames and beams lock easily and positively. 
Units can be re-arranged and extended to 
accommodate new stock. Your installation can 
be built and in use in minutes.

MAXIMUM CAPACITY 8000 LBS/SECTION 2000 LBS/SHELF

SAFE LOAD PER PAIR OF BEAMS IN LBS. (EQUALLY DISTRIBUTED)

Light Duty 
Pallet Racking

LENGTH
48 54 60 66 72 78 84 90 96

2000 1700 1320 1120 940 800 690 600 530
2000 2000 2000 2000 1860 1580 1370 1190 1050
890 790 710 650 590 550

1620 1450 1300 1190 1090 1000
2000 2000 2000 2000 1860 1580 1370 1190 1050
— — — — — — — — 2000

A
B
C
D
E
F

A B C D E F

SECTION
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Wire Decking WELDED REINFORCED 
WIRE CONSTRUCTION 
STANDS UP  TO
ROUGH HANDLING 
AND HEAVY  LOADS.

VISUAL INVENTORY IDENTIFICATION: 
You can immediately see from ground level 
what’s there, speeding stock counts, simplifying 
inventory controls and providing an appealing 
merchandising environment for your customers.

SAVES STORAGE SPACE AND COST:   
Provides a permanent decking system that is easy 
to set up and pays for itself because it enables 
you to make the best use of your space.

SAFETY:  
Products are protected by all fire fighting 
systems, the open mesh pattern permits water 
to reach all levels and provides a permanent 
solution that considerably minimizes injury 
hazards to handlers and customers.

QUALITY:  
Built into every decking system, constructed of 
heavy duty wire and channel reinforcements.  

SELECTION: 
Our decking system is available in a wide range 
of sizes and capacities.

FINISH:  
Our decking system comes with a tough standard 
finish,  abrasion resistant powder coating.

STRENGTH OF STEEL 
WITHOUT THE WEIGHT

This design provides the solution for tight areas while allowing 
an unobstructed view of the beam face for bar-codes and 
labeling.  The "in-step" has the added safety feature of 
preventing loads, or forks from a lift truck from "catching" the 
deck when loading and unloading.

This popular and compact version of our decking line is ideal 
in areas for which heavy loads are not really necessary.  Fitting 
snugly into scaled down and smaller beam systems, it proves 
ideal for retail outlets and stock rooms.

The "box" style lends added stability to the step design 
formula.  Flattened channel ends assure solid contact between 
decking and beam surfaces aiding in proper load distribution.

IN-STEP

BOX

LIGHT DECKING
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Glide-Out Storage System

GLIDE-OUT 100
MODEL CAPACITY UPRIGHT SHELF OVERALL

PER SHELF HEIGHT SIZE DIMENSIONS
(lbs.) (ft.) (d x w)" (w x d)"

5HD36-100-3 2500 5 36 x 36 45 x 38
10HD36-100-6 2500 10 36 x 36 45 x 38
5HD3648-100-3 2500 5 36 x 48 57 x 38
10HD3648-100-6 2500 10 36 x 48 57 x 38
5HD48-100-3 2500 5 48 x 48 57 x 50
10HD48-100-6 2500 10 48 x 48 57 x 50

All above units are also available in 1000 lbs. capacity per shelf, 
or as 67% extension shelf units.  Glide-out shelf capacity based on 
uniformly distributed load.

CRANK-OUT 50
MODEL CAPACITY UPRIGHT SHELF OVERALL

PER SHELF HEIGHT SIZE DIMENSIONS
(lbs.) (ft.) (d x w)" (w x d)"

8XDC36-50-2 5000 8 36 x 36 38 x 51
10XDC36-50-3 5000 10 36 x 36 38 x 51
8XDC3648-50-2 5000 8 36 x 48 38 x 63
10XDC3648-50-3 5000 10 36 x 48 38 x 63
8XDC48-50-2 5000 8 48 x 48 50 x 63
10XDC48-50-3 5000 10 48 x 48 50 x 63

Add approx. 6" to overall width for crank handle.
Shelf capacities based on uniformly distributed load.

 

Perfect for dies, jigs, etc.
Where hoist handling is required.
All welded shelves are 12 ga. steel deck.
Shelves extend 100% with 2500 lbs. load capacity.

Shelves extend up to 50% with a large (5000 lbs.) load

IDEAL FOR ITEMS THAT ARE 
TOO LARGE OR HEAVY FOR A CABINET

Other models available
Order add-on units 
Shelves may be replaced with drawers 
Sides - backs - doors available
Special heights available

Ideal for items that exceed Glide-Out 100 
storage system weight capacities.

HEAVY DUTY STORAGE SYSTEM

SHELVES CAN BE CRANKED FROM 
EITHER THE RIGHT OR LEFT SIDE

HIGH CAPACITY STORAGE SYSTEM
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