Workbench System

REGULAR WORKSURFACES

Standard laminate worksurface made of 1” thick medium density
particle board covered on top and all sides with .030” thick, off-white,
non-glare matte finish plastic laminate.  The under side of the
worksurface is sealed with a plastic tension sheet to prevent moisture
absorption, warping and shedding. Threaded steel inserts allow easy
mounting to worksurface brackets and beams. Weight capacity is 500
lbs. evenly distibuted per worksurface. Also available with static

dissipative surfaces.

OPEN WIRE SHELF ASSEMBLY

Welded steel wire shelf has chrome plated finish. Mounts with pair of
Macro Brackets in Macro slots. Adjustable vertically in 3" increments
and ajustable from horizontal to 15° and 30°. No. 8110 Brackets
included. Weight capacity is 300 Ibs.

FLUORESCENT FIXTURES

Housing for two 40 watt fluorescent tubes to deliver 1200 lux with work
surface 36” away from light source. (Bulbs not included.) Mounts in
columns over work surface with 19” or 14" light brackets.

POWER BEAMS

Available in single or double sided configuration. Each side has eight
receptacles, lighted power switch and 15 amp breaker. Mounts on
Micro slot.

STEEL DRAWERS

Mount under worksurface left or right. Smooth ny|on rollers,
recessed pulls, drawer stops, locks. Comes with drawer
hangers.

DRAWER HANDLE INSERTS

Colour will match trim ordered with system. (Benches ordered
with white trim and special colour will be supplied with black
drawer pulls).




WORK SUPPORT SYSTEM

The work support system makes
complex configurations simple. By using
both sides of the supporting columns, in
combinations  with  corner  work
surfaces, arrangements are easy and
quickly assembled. These complex
workbench layouts make a variety of
tasks  more efficient, including
engineering, calibration, quality control,
production testing and production work
cells. For even greater efficiency and
productivity, a line of Series 8000
accessories is offered. There are storage
cabinets, drawers, document shelves,
magnet boards, CPU monitor holders,
magnifiers — all of which can be
placed anywhere in the system.

SERIES 8000 SYSTEM

The award-winning Series 8000 system
uses common modular parts, so benches
are easily assembled or re-configured to
suit a wide variety of job applications.
The 8000 Series is ideal for small parts
assembly (such as electronics and
computer manufacturing or for the
optical industry). It is also perfect for
test/repair facilities, quality control,
military or educational purposes. These
workbenches meet the two most basic
demands of today’s managers...
unlimited flexibility to satisfy ergonomic
principles and maximum utilization of
valuable floor space.

Some of the endless available configurations

Workbench System




Industrial Work Benches

Rugged Steel Construction Accessories are available to customize benches and to
for Heavy-Duty Use !

satisfy various needs. Optional casters can be fitted to
bench legs for mobility. Choice of two models, with or
without shelves and four different top surfaces to
choose from; plastic laminate, steel top, wooden top or
wood filled steel top for hequ duty use. All welded
construction and high quality finish.

SERIES 1751

STEEL TOP WOODEN TOP WOoO0D/STEEL TOP
MODEL WEIGHT MODEL  WEIGHT MODEL WEIGHT

(Ibs.) (Ibs.) (Ibs.)
24" x 48" 1751-A 90 1751-B 85 1751-C 85
24" x 60" 1751-D 105 1751-E 100 1751-F 100
30" x 60" 1751-6 125 1751-H 120 1751-1 120
30"x 72" 1751-) 145 1751-K 140 1751-L 140
36" x 60" 1751-M 150 1751-N 145 1751-0 145
36"x 72" 1751-P 155 1751-Q 150 1751-R 150

Overall height 34"

SERIES 1753

STEEL TOP WOODEN TOP WOoO0D/STEEL TOP
MODEL WEIGHT MODEL  WEIGHT MODEL WEIGHT

(Ibs.) (Ibs.) (Ibs.)
24" x 48" 1753-A 105 1753-B 100 1753-C 120
24" x 60" 1753-D 120 1753-E 115 1753-F 135
30" x 60" 1753-6 140 1753-H 135 1753-1 155
30"x 72" 1753-) 160 1753-K 155 1753-L 175
36" x 60" 1753-M 165 1753-N 160 1753-0 180

36"x 72" 1753-P 170 1753-Q 165 1753-R 185
Overall height 34" (with lower shelf)

SURFACES AVAILABLE

STEEL (S)
Heavy gauge steel with 2" channel flange that bolts directly to leg
from underside. Smooth surface.

LAMINATED WOOD (LW)
Hardwood top, 1 3/4” thick. Electronically bonded for maximum
rigidity and strength. Tops come with a factory applied protective

w coating.

STEEL-WOOD (SW)

Heavy gauge steel with 2” wood for greater strength and sound
absorbancy. Smooth surface.

PLASTIC LAMINATE (not shown)
Solid 1 1/4" high density particle board covered on all sides and
82 el M L2 AL top with .030 thick non-glare plastic laminate. Available with
St square or bull-nosed edge.

Other sizes available on request, call us for more details.
Note: Other tops available on request.




WORK BENCH

[N SINGLE DRAWER
All Welded 16" w x 21.5" d x é" h.

[} BACK & SIDE STOPS

To be sure that valuable parts don't fall
OH: SUI’PCICG.

K TOP SHELF

For extra storage, freeing up more
work surface.

Versatile modular design allows
easy addition of accessories !

EXTRA HEAVY DUTY . '

This extra heavy duty bench comes with a wood filled
3/16" steel top for durability and strength. It offers
bolt-down footplates and a 4000 Ib. capacity.

1755-A

Industrial Work Benches

Pedestal Work Benches

Pedestal work benches feature rugged steel construction and allow easy addition of a full range of accessories. These benches
are ideal wherever storage of tools or workpieces is required. Doors are complete with an inner reinforced pan for maximum
strength. They operate quietly, closing against rubber bumpers. Recessed door pulls provide ventilation to the interior.

Doors are factory hung for right hand use. Locks available.

PE 2 PE7 PES5 PE 4

1 door 1 door / 2 drawers 4 drawers file / 2 drawers
STANDARD PEDESTAL STANDARD DRAWERS
WIDTH DEPTH HEIGHT WIDTH DEPTH HEIGHT FEREDAL |
18" VARV/E 3238 16" VARV/S 6" EE=TEI=Er5=5 83






